
WERSJA 2023

MODEL E01

We are introducing group E (Easy) to our offer. Models from this group 
will have all the features of other Alfen fence models - quality and durabili-
ty of the structure, full RAL palette of Tiger paints, all stainless steel or alu-
minum accessories - but at an incredibly low price.

In order to achieve a low product price without compromising quality, 
we focused on finding savings in the production process and minimizing 
the amount of additives. Hence, we have a constant gap between the slats, 
fittings only in RAL 9005 MAT color and the lack of possibility to personalize 
orders.

The first model in this group is the E01 model.

SLAT 85x20mm  |  FIXED GAP 30mm

Group E
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Model E01Constructions

BD: 5000mm  |  F: 2500mm  |  BP: 5800mm  |   P: 3000mm
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Example 1 (wicket)
Wicket type: right
Number of 85x20 slats: 11 pcs
Fixed gap between slats: 30mm
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Example 2 (panel)
Number of 85x20 slats: 11 pcs
Adjusting slat*: none
Fixed gap between slats: 30mm

drive drive
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Example 4 (double-leaf gate)
Passive leaf (standard right): left
Number of 85x20 slats: 11 pcs
Fixed gap between slats: 30mm
Symmetrical gate: No
Gate type: Manual

Example 3 (double-leaf gate)
Passive leaf (standard right): left
Number of 85x20 slats: 11 pcs
Fixed gap between slats: 30mm
Symmetrical gate: Yes
Gate type: Adapter for drive

A slat with reinforcement for the drive is used in every double-leaf gate and is always located as the 4th slat counting from the bottom. Thanks to 
this solution, the user of a manual gate can easily equip the gate with a drive.
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Example 5 (sliding gate)
Gate type: right
Number of 85x20 slats: 10 pcs
Fixed gap between slats: 30mm
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Example 6 (panel)
Number of slats 85x20: 10 pcs
Adjusting slat*: 50mm
Fixed gap between slats: 30mm

* Adjusting slat to choose from: 30mm or 50mm
The adjusting slat is used to bridge the gap under the panel in 
case of installation above a foundation wall. It is always fastened 
as the first slat from the bottom.

reinforcement W45

Slat size 85x20mm
Fixed gap 30mm
Simple configuration

Maximum ordering dimensions (dimension A)
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E01 model - advantages of the model
■ Full range of solutions - quality solutions from the TIGER brand.
■ Full use of lamella lines in all products of the same height. 
■ Simple configuration - you choose the height from the list.
■ Easy adjustment – you decide what the width of the products can be.
■ Adjusting slat in the panel – useful in case of installation above the foundation.

Mounting to aluminum poles

Mounting to concrete blocks
Visualization created based on 500x200x200mm blocks finished with 500x200x50mm caps.

Fence height - 1250mm, pavement flush with the block foundation, installation of the fence "below the cap".

Fence height - 1450mm, pavement overlaps 20mm on the first block, installation of the fence flush with the cap

Pillar height - 1650mm, pavement overlaps 55mm on the first block, installation of the fence "below the cap".

gap under
the gate 70mm

gap under the panel 25mm
adjusting slat: 30mm

gap under the panel 55mm
adjusting slat: none

gap under the 
wicket 70mm

gap under
the gate 70 mm

gap under
the gate 70mm

gap under the panel 25mm
adjusting slat: 50mm

gap under the panel 15mm
adjusting slat: 30mm

gap under the 
wicket 70mm

gap under
the gate 70mm

gap under
the gate 70mm

gap under the panel 25mm
adjusting slat: none

gap under the panel 30mm
adjusting slat: 50mm

gap under the 
wicket 70mm

gap under
the gate 70mm

E01 model - limitations
■ Fixed gap 30mm
■ Color of the handle/knob - only RAL 9005 MAT
■ No possibility of personalization - we do not make 

non-standard versions, if a given variant cannot be 
configured in ALFEN PROFI - we will not make it.

INSTALLATION EXAMPLES
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RAL 7021 DSM
Black Grey

RAL 7016 DSM
Anthracite Grey

RAL 7016 MAT
Anthracite Grey

RAL 7040 DSM
Window Grey

RAL 7037 DSM
Dust Grey

RAL 7024 DSM   
Graphite Grey

RAL 9005 DSM
Jet Black

RAL 8017 DSM
Chocolate Brown

RAL 8014 DSM   
Sepia Brown

Bolt Handle

All fittings are made of aluminum and available in RAL 9005 MATT

Knobb Rosette

Sliding gates

(1) (2) (3)

Notes

Colors
We paint our fences in 9 standard colors and sublimate them in 4 
wood-like decors.

Standard colors

Surface finish types:
 - DSM - fine structure, matt
 - MAT - smooth, matt

We use Tiger paints from the 29 series in the Qualicoat standard.

Colors out of standard
It is possible to paint in a different color from the RAL palette - 
please contact the Alfen sales department to confirm the availability 
of the paint and the amount of the surcharge.
Enter the value of the surcharge in the "other" field in the offer  sum-
mary in Alfen Profi.

Types of handles and knobs
Applies to wickets and double-leaf gates

Drive operated sliding gate
Standard equipment:  composite trolley, side track system with two 
rollers (1), top gate catcher (2), bottom gate catcher (3), front 
bumper with roller, rear bumper, two closures of the track profile, 
gear rack, gear rack locks.

Wickets
Classic wicket – standard equipment: hinges, lock, euro profile 
cylinder, long bevel strip, hinge cover.

Wicket with electrocatch – standard equipment: hinges, lock, 
electrocatch, euro profile cylinder, long bevel strip, hinges cover.

Double-leaf gates
Manual gate – standard equipment: lock, euro profile cylinder, 
hinges, long bevel strip, aluminum bolt, landing, hinges covers.

Drive operated gate – standard equipment: hinges, long bevel 
strip, landing, hinges covers.

Made of aluminum, painted in the color of 
the gate

Side limiters for wing’s opening
Equipment to choose from

Bolt seat

An option to choose from, installed 
instead of a landing, to be concreted

Grab handles Top track system
Equipment to choose from

Guide attached to the existing 
fence.

Made of steel, galvanized, powder 
coated the same colour as the 
fence.

For correct assembly, the top of 
the gate should be approx. 50mm 
below the top of the post or ap-
prox. 50mm below the cap.

Two aluminum holders for 
attaching gate catchers to 
the existing fence.

Alternative to the post, only 
for adapated for drive gates.

Manual sliding gate
Standard equipment: hook lock, euro profile cylinder, knob, com-
posite trolley, side track system with two rollers (1), top gate 
catcher (2), bottom gate catcher (3), front bumper with roller, rear 
bumper, two closures of the track profile.

Standard equipment and accessories


